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The availability of reliable silicon-based laser sources is at the basis of the integration of photonic and microelectronic devices on a single
chip with consequent development of wavelength division multiplexing telecommunication systems.
A high efficiency Si-based laser source with good stability at room temperature would encourage and push the large scale of integration of
electronic and photonic devices within a single chip.
Several techniques have been proposed for generating light with an internal quantum efficiency some order of magnitude greater than
that typical of silicon (10−6) by using either electrical or optical pumping. Among them we mention the improvement of some fabrication
process steps, reduction of the channels of non-radiative recombination, quantum confinement, the use of silicon nanocrystals (Si-ncs)
incorporated in a silica matrix. This last technique is used in combination with Er3+ doping to generate light emission around 1500 nm in
silicon, since Er-doped Si-ncs behave as electron-hole pairs trap, and the presence of Er shifts the emission peak to around 1500 nm.
In this paper we have pointed out the optical model of a Si-based DBR laser including a Si-ncs Er-doped SiO2 rib waveguide, working at a
wavelength in C-band. In particular, after a brief description of the structural and optical properties of the silicon crystals, we report on the
model and design of the Er:Si-nc/SiO2 rib waveguide, of the optical cavity and of the Bragg mirrors. [DOI: 10.2971/jeos.2008.08017]
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1 INTRODUCTION
The integration of photonics and microelectronics devices on
a single chip and further development of wavelength division
multiplexing communication systems, depend on the avail-
ability of both reliable optical amplifiers and silicon-based
laser sources. As for the optical amplifiers, except for the semi-
conductor optical amplifiers, their fundamental role is the
conversion of the pump photon energy into a signal photon
energy. Unfortunately, all the rare-earth doped or Raman am-
plifiers have to use pump lasers, which, of course, contribute
to arise the final amplifier cost. Moreover, in Er-doped fibre
amplifiers, for any pumping scheme, i.e. forward, backward,
bidirectional or reflection pumping, both the optical signal
and pump waves are co/counter propagating in the same
waveguide. This is not an issue for optical fibre amplifiers,
but it represents a serious problem in terms of design flexibil-
ity and device functionality when the amplifier must be inte-
grated in photonic integrated circuits.
A high efficiency Si-based laser source working at room tem-
perature would promote and push large scale integration of
electronic and photonic devices within a single chip. This is an
actual problem mainly related to the indirect band gap char-
acteristics of the bulk silicon, which means a light emission as-
sisted by a phonon. Thus leading to an emission rate less than
the non-radiative decay rate, and, therefore, to a low internal
quantum efficiency of the order of 10−6.
Several techniques have been proposed and experimented for
producing light emission with a reasonable efficiency in sili-
con by using either electrical or optical pumping.
In [1] the non-radiative recombination rate has been reduced
by improving some technological parameters, e.g. small area
metal pads, thin doped regions in high quality Si substrates,
and texturing of Si surface. The electroluminescence has been
proved to be 1%. In [2] the channels of non-radiative recombi-
nation are significantly reduced by utilizing strains produced
by some defects dislocation. Also in this case an efficiency
of 1% was obtained. Er-doped silicon waveguides have been
used to demonstrate near infrared (1.54 µm) emission [3].
However, a strong reduction of the light emission efficiency
has been observed at room temperature. Quantum confine-
ment represents another approach to the improvement of the
emission efficiency in Si structures. Good luminescence has
been demonstrated in the visible spectrum for the porous sil-
icon [4], even if with low reproducibility and low reliability
due to the high reactivity of the sponge structure [5].
However, once demonstrated that the spatial carrier confine-
ment induces an increase of the light emission efficiency, a
technique based on the growth of silicon nanocrystals (Si-nc)
embedded in a SiO2 matrix, has been experimented [6] with
the further advantage to utilize electrical pumping.
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Optical gain in Si-ncs has been proved in [7], where a lumines-
cence peak around 800 nm and a good stability mainly due to
a good quality Si/SiO2 interface have been claimed for Si-ncs
with a diameter of 3 nm and a concentration of 2× 1019/cm3.
Si-ncs are excited by hot electrons tunnelling in the region
where ncs are. Total efficiency of the device increases with the
density of Si-ncs. To obtain light emission in the near infrared,
around 1.5 µm, with an efficiency of about 1%, Si-ncs have
been Er-doped [8] or Ge/Si quantum dots have been used [9].
Although silicon photonics is the main scientific interest of
many research groups all over the world, mostly for the in-
tegration compatibility with electronic integrated circuits and
micro electromechanical systems, much effort must be spent
to improve the lifetime and reliability of active devices. An ad-
ditional disadvantage for silicon laser sources is low modula-
tion speed (∼ 1 MHz), which implies the use of external mod-
ulators in high transmission rate communication systems.
However, nonlinear effect in Si structures, together with the
potential of modifying the silicon properties by incorporating
nanostructures, show two possible ways to realize Si coherent
light sources, i.e. two possible ways for achieving gain and,
then, light emission in Si structures.
The first one makes use of a system consisting of Si ncs in host
silica matrix, doped by erbium ions. When the optical pump-
ing occurs, photons are absorbed by the Si ncs. Electron-hole
pairs are generated within the nanocrystals and thus form
confined excitons via interband transitions. Two main radia-
tive processes can be identified. The first one is the stimulated
emission of erbium ions at 1540 nm (∼ 0.8 eV) corresponding
to the relaxation of Er3+ from the excited state I13/2 to I15/2.
The indirect pumping of the Erbium ions by means of Si ncs
is achieved by a non radiative energy transfer [10, 11]. The
second radiative process that can be considered is the radia-
tive recombination of excitons within Si-ncs, inducing a pho-
toluminescence at ∼ 1.6 eV. The presence of Er ions strongly
reduces the luminescence contribution at ∼ 1.6 eV and en-
hances the component at ∼ 0.8 eV. The spatial confinement
induces an increase of the radiative recombination rate. In ad-
dition, the Er-doping shifts the emission peak from about 800
nm to around 1500 nm. Non radiative processes, such as the
upconversion and the inter Si-ncs energy transfers, reduce the
quantum efficiency of the erbium photoluminescence.
The second effect that can be used for achieving gain in silicon
material is the Raman effect: optical pumping at ωp in an opti-
cal cavity made of silicon amplifies the initial lattice vibrations
(Stokes radiation at ωs) with a very high gain. Due to Raman
effect, the frequency of the optical pump experiences a partial
shift caused by the atoms vibrations; the amplification of the
signal at ωs is converted in a continuous generation by means
of the resonant cavity [12].
In this paper we present the optical modelling of a Si-based
DBR laser including a Si-ncs sensitized Er-doped SiO2 rib
waveguide, to be used in telecommunication systems at op-
erating wavelengths in the C-band. In particular, after a brief
description of the structure and of the optical properties of
the silicon nanocrystals, we report on the modelling and de-
sign of the Er:Si-nc/SiO2rib waveguide, of the optical cavity
and of the Bragg gratings. Two different numerical methods
have been used for modelling the waveguide, i.e. the effective
index method and the finite element method.
2 STRUCTURAL AND OPTICAL
PROPERTIES OF Si-nc
2.1 Recombination processes in Si
Since silicon has an indirect band-gap, radiative recombina-
tion requires one phonon, thus reducing significantly both the
probability and rate of radiative recombination.
The lifetime τr of the hole-electron pair, giving rise to a radia-
tive recombination, is about 10 ms for a temperature > 20 K
[13, 14], while in direct band semiconductors τr is of the order
of 100 ns. τr is given by
τr =
1
B (n0 + ∆n)
, (1)
where B is the coefficient of radiative recombination, n0 is the
density of doping and ∆n the density of the injected carriers.
One should also consider that here exist other non radia-
tive recombination processes, such as the Shockley-Hall-Reed
(SHR) recombination, due to traps related to defects or impu-
rities in the crystal [15, 16]. This last process is characterized






where NT is the trap density, νth the thermal velocity of mi-
nority carriers, and σT the cross section for minority carriers.
The SHR recombination lifetime is about 100 µs τr at room
temperature. This justifies the probability of non radiative re-
combination higher than the radiative one. Also Auger recom-
bination, that is a very fast non radiative process [17], occurs
in doped Si n-or-p-type. The lifetime τAuger of a hole-electron









with Cp and Cn Auger coefficients ehh ed eeh, respectively
and p0 and n0 are the densities of doping impurities.













Silicon does not emit easily light (the efficiency is as low as
10−6 – 10−7) because non radiative processes are faster than
the radiative ones, thus one should reduce the radiative life-
time or increase the non radiative lifetime to improve the
quantum efficiency.
2.2 Si nanocrystals
Since the non radiative recombination phenomena are dom-
inant with respect to the radiative ones, crystalline silicon is
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unsuitable for realizing optoelectronic active devices. To im-
prove quantum efficiency one should limit the movement of
an exciton within a restricted space to reduce the probability
of occurrence of non radiative recombination phenomena. Si-
multaneously, by confining the exciton in a volume of the or-
der of a few nm3 the quantum efficiency is increased because
of the increase of radiative recombination rate.
At this size, the matter show new properties. In fact, when the
size of the confinement region is comparable with the electron
and hole De Broglie’s wavelength, the particles cannot move
freely and quantum confinement effects arise, as it occurs in
nanostructures, e.g. Si-ncs in a SiO2 matrix.
Depending on the shape of nanostructure, quantum confine-
ment can occur in one direction, two directions or three di-
rections in the space. Quantum confinement effect in any con-
finement direction induces a change of the wave function and
discrete energy levels are generated.
Si-ncs are very complexmaterial systems and several attempts
have been made to pointing out a model of their optical prop-
erties and band structure. However, numerical and experi-
mental results are in general not in good agreement. What has
been so far confirmed by both theoretical and experimental
works is that the effective band-gap of Si-ncs increases when
their size decreases down to 10 nm. In particular, the quantum
confinement effect occurs when Si-nc size is less than the Bohr
radius of the exciton (= 4.3 nm for Si bulk).
2.3 Photoluminescence of Si nc
Si-ncs can be grown in a SiO2 matrix by using PECVD (Plasma
Enhanced Chemical Vapour Deposition) to deposit SiOx (x <
2) film and high temperature annealing (1000 − 1250 ˚ C) to
separate Si and SiO2 phases from the initial SiOx [18].
When Si-ncs are pumped by an Ar-Kr laser photolumines-
cence, measurements can be carried out and experimental re-
sults have confirmed the quantum confinement of carriers, be-
cause a progressive redshift of the peak of photoluminescence
can be observed due to the decrease of ncs size (the band-gap
becomes wider causing the redshift).
A not negligible difference between numerical and experi-
mental results in the band-gap evaluation has been found. An
attempt to explain this effect has been proposed in relation
with the presence of the oxygen that creates double bonds
Si=O, traps electrons and forms localized states in the band-
gap of ncs with diameter < 3 nm [19].
Er ions in a solid matrix, such as Si or SiO2, are Er3+ with an
electronic configuration [Xe] 4f11, which generates magnetic
and luminescent properties. In fact, after exciting the ions, the
radiative transition occurs between the quadruplet I13/2 and
I15/2 with the emission of photons at 1.54 µm. Si-ncs have
shown a good capability of sensitizing [20] the rare-earths that
can be excited more efficiently than in pure silicon dioxide. As
explained in Section 1, the optical pumping of amaterial made
by a matrix of Er-doped silica where Si-ncs are dispersed, in-
duces an efficient photon absorption by Si ncs where confined
excitons are generated. The recombination energy of excitons
can be transferred to Er ions and the relaxation of exciting
Er3+ generates a radiation at 1.54 µm (∼ 0.8 eV).
It is worth noting that the photoluminescence of Si-ncs sensi-
tized Er ions is stable with the temperature. In [21] the temper-
ature dependence of the photoluminescence signal emitted at
1.54 µm by the excited Er ions in presence of Si-nc is reported.
It is compared to that one of Er-doped crystalline silicon and
to Er-doped silica. In particular, the photoluminescence inten-
sity at 1.54 µm in case of Er-doped Si-nc is almost independent
on the temperature because it decreases of a factor 3 from 20 K
to room temperature. Moreover, at room temperature the sig-
nal is two order of magnitude larger than that of SiO2 doped
by Er. The photoluminescence from Er-implanted crystalline
Si is almost completely quenched at room temperature, show-
ing the inefficiency of the material system Er:Si at room tem-
perature.
Optical gain of Si-ncs [22] and Er-doped Si-ncs [23] has been
demonstrated. In Er-doped ncs a value of 4 dB/cm has been
achieved [23].
3 MODELLING AND DESIGN OF Si-nc
DBR LASER SOURCE
In this Section we describe the modelling and design of the
Er:Si-nc/SiO2 rib waveguide, of the laser cavity and of the
Bragg mirrors.
3.1 Er:Si-nc/SiO2 r ib waveguide
The refractive index of Si-ncs incorporated in a SiO2 matrix
has been evaluated by using the Maxwell-Garnett theory [24],
allowing to derive the effective dielectric constant by using the
following formula:
ee f f − ea





with ea dielectric constant of the matrix material, e dielectric
constant of the incorporated material depending on the fre-
quency, and φ the fraction of volume containing the incorpo-
rated material. For the system material Si-nc/SiO2, φ corre-
sponds to the concentration of atoms of Si in excess. At 1.54
µm it results eSi = 12.1 and eSiO2 = 2.1, therefore for a
Si-nc/SiO2 concentration of 1%, we obtain ee f f = 2.13, and
ne f f = 1.459. In Table 1 we report the refractive index of the
materials we have considered.
Single-mode condition in a rib waveguide can be achieved
also with waveguide having relatively large size (core diam-
eter 5÷ 10 µm), particularly useful for obtaining an efficient
coupling to the optical fibre. For this reason we have chosen
such kind of waveguide. The configuration of the waveguide
we have designed is in Figure 1. The electromagnetic analysis
of this waveguide has been carried out by using the effective
index method (EIM) and the finite element method (FEM).
In Figure 2 the curve limiting the single mode condition is il-
lustrated. In this figure the ratio w/H is reported as a function
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@ 1.54 µm Si SiO2 1% Si-nc/SiO2 Er3+:1% Si-nc/SiO2
Refractive index n 3.48 1.444 1.459 1.464
Dielectric constant er 12.11 2.09 2.13 2.14
TABLE 1 Refractive index and dielectric constant of studied materials @ 1.54 µm.










FIG. 1 Geometry of the rib waveguide.
Below the blue curve we can notice only single mode oper-




FIG. 2 Dispersion curve of a rib formed by air/Er-doped Si-nc-SiO2/ SiO2 for HE modes.
However, in our calculations, a more accurate single mode





for 0.5 ≤ h/H ≤ 1, (7)
which is particularly useful with high h/H ratios.
As it is well known, EIM is a semi-analytical, very fast, suffi-
ciently accurate approach, but it is also an efficient technique
only after defining the geometry of the waveguiding struc-
ture. For this reason we have used also the FEM, because vec-
torial approaches can be utilized for any kind of waveguide
configuration.
Assuming a core of Si-ncs incorporated in an SiO2 material
matrix and Er-doped (n2 = 1.464 @ 1.54 µm), an air cladding
(n1 = 1 @ 1.54 µm) and an SiO2 substrate (n3 = 1.444 @ 1.54
µm), according to Eq. (7) we have determined H = 5 µm and




1− 0.62 = 1.05 for 0.5 ≤ h/H = 0.6 ≤ 1.
(8)
Therefore, single mode condition is satisfied by putting w =
0.8, H = 4 µm.
In our case, 2D simulation is enough to detect also higher or-
der modes, if there exist, because the mode analysis allows to
investigate all the hybrid modes in the structure. Results we
have obtained by using the FEM confirmed the single mode
operation or each wave polarization. In fact we have found
one quasi-TE mode with ne f f = 1.4547 and one quasi-TM
mode with ne f f = 1.4544.
3D simulation would be necessary to evaluate the losses in the
waveguide. However, we have not yet attempted that evalu-
ation because it is needed to better define the material char-
acteristics, which are related to the fabrication process due to
the presence of the Si-ncs.
3.2 Laser cavity
Electrical pumping of the active region has been demon-
strated to be inadequate with respect to the optical pump-
ing, because a degradation of the performance has been ob-
served with the temperature. Optical pumping power and
wavelength can be estimated only after modelling and de-
signing the active medium and the resonant cavity. Pumping
wavelength has to be different from those of absorption band
peaks of Er ions, because Er ions must be excited only by Si-
ncs, and it should correspond to a low reflectivity region of the
material, rather below the stop-band. The choice is restricted
to an Ar laser (477 nm), Ar-Kr laser (488 nm) or to a LED at
470 nm. Of course, to avoid further reduction of the gain ef-
ficiency a pumping laser would be recommended (we have
considered the Ar-Kr laser). As for the operating wavelength
of the device we refer to 1.5 µm, because silicon is transpar-
ent, thus allowing integration of all silicon devices, and that it
is the wavelength of the telecommunication systems.
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where m is an integer, n the refractive index of the active
medium, λ0 the free space wavelength and λg = λ0/n the
wavelength in the waveguide, and νm the frequency.
In our case, by taking into account that the gain is quite low
(≤ 4 dB/cm) the length of the cavity obtained from Eq. (9)
results 2.63 cm, and it is large enough with respect to the gain
value.
The waveguide we have designed is depicted in Figure 3 [23].
With a Si concentration of 34% and an Er concentration of
0.03%, as in [23], a gain value of 3.7 dB/cm around λ = 1.537
µm has been obtained experimentally for a cavity length of
9 mm, by using a pumping power and wavelength of 1.5
Wcm−2 and 477 nm, respectively.
 
FIG. 3 Er-doped Si-nc rib waveguide.
Assuming mirror reflectivities R1 = 100% and R2 = 97%, the
cavity gain results in the 3− 4 dB/cm range, when the cavity
loss is of the order of 1 dBcm−1.
In conclusion, a gain value higher than the threshold one
can be achieved by appropriately designing the material, the
pump characteristics, the cavity length and themirror’s reflec-
tivity.
As it can be seen, the Er:Si-nc laser designed is power consum-
ing and uncompetitive with respect to the III-V semiconduc-
tor lasers. Much effort needs to improve these laser sources,
which are very useful because of their compatibility with elec-
tronic integrated circuits and low cost. Electrical pumping
would be an important advance due to its low cost and good
efficiency.
3.3 Bragg mirrors
Using a stack of Si and SiO2 layers Bragg mirrors can be tai-
lored at a specific wavelength. Since the refractive index of the
active medium is low (n2 = 1.464), cleaved facets technique
cannot be used to fabricate the mirrors due to high losses and
low reflectivity (R = 3.5%). Distributed Bragg Reflector con-
figuration is particularly suitable due to the compatibility of
materials involved in.
With reference to Figure 4, we observe that the Bragg wave-
length, for θ = 90◦, is given by λg,B = 2nΛ, where n is the
refractive index (n = nhigh, nlow) and Λ is the grating period,
by considering only the first diffraction order (m = 1).
 
FIG. 4 Optical path difference between two waves reflected by the grating.
From this figure the optical path difference ∆p has been calcu-
lated:









(1− cos 2θ) = 2Λsinθ = mλ. (10)
If the grating period is multiple of half wavelength, we can de-





⇒ d1,2 = λ04n . (11)
Therefore, we have obtained
Si : d1 = λ0/ (4n1) = 110nm(n1 = 3.48)
SiO2 : d2 = λ0/ (4n2) = 266nm(n2 = 1.44).





















where Y = nT/n0 (nH/nL)
2p is the optical admittance of a
stack of p layer pairs with n0 refractive index of the first layer
and nT of the last layer.
Calculations of the number of layers of input and output
Bragg mirrors resulted in four pairs of layers at the input and
three at the output, giving reflectivity values equal to 99.8%
(input mirror) and 97.0% (output mirror), respectively.
In Figure 5 the top view of the designed laser is shown.
4 CONCLUSIONS
In this paper we have described the modelling and design
of the optical components of a Si-based DBR laser including
a Si-ncs sensitized Er-doped SiO2 rib waveguide, to be used
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FIG. 5 Top view of the Si-nc DBR laser.
in telecommunication systems at operating wavelengths in
the C-band. In particular, the structure and optical proper-
ties of the silicon nanocrystals are described, and the mod-
elling and design of the Er:Si-nc/SiO2rib waveguide, of the
optical cavity and of the Bragg gratings are reported. Two dif-
ferent numerical methods have been used for modelling the
waveguide, i.e. the effective index method and the finite el-
ement method. Calculations of the monomode conditions of
the waveguide have been carried out, according to [25] and
[26]. We have also evaluated the mode confinement, by us-
ing both the Effective Index Method and the Finite Element
Method.
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